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e One button to open
e Humanized installation& maintainance
TR B
e Plug design 168
s
e V style heat sink for heat conduction T

3. Diffuser with 4.00mm super toughened glass.
4. Humanized structure design, easy to open and maintain.
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b Product Dimension
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7] Product Description
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(Jg: Lamps and lanterns vertical installation,

- adjustable Angle is 0 ~ 10 ° 1. Predominant heat removal, optical and Electrical light.
E 2. Aluminum construction body. Surface with static plastic coating and anti-corrosive
& treatment.
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Lamps installed horizontally, adjustable
Angle for +5°
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A key type screw assembly, lamps and
lanterns is simple, convenient maintenance
open

V style finned heat sink prevent the
dust and other matters from stacking
on the back.

Plug design for the light source, power
supply and external wires, easy for your
installation and maintenance

Lamps and lanterns maintenance,
cover open using special support
defense shedding structure design,

Light Distribution Curve
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Simulation for lighting on road (120W )

(W)Road width 20m
(S) Distance 36m
(H) Height 11m
(1) Forward im
(2) Angle 10°
Maintenance Rate 0.8
Average lllumins 181x
Max lllumins 30 Ix
Min lllumins 9.881x
Uniformity of road surface Illuminance 0.537
Average lumin 1.0cd/m2



Lamp Weight(kg) 593 5.6 5.6

Gross(kg) 7.075 6.75 6.75

Packing Size(mm) 710x360x180 710x360x180 710x360x180

All parameters are measured at 25°C ambient temperature, 35% humidity experimental enviroment
Zhejiang JR lighting technology company is provincal level research center

Selected Type Refe rence

JRA2-30-W32-C-L1-A220

JRA2-60-W32-C-L1-A220

JRA2-110-W32-C-L1-A220

JRA2-30-W45-C-L1-A220

JRA2-60-W45-C-L1-A220

JRA2-110-W45-C-L1-A220

JRA2-30-W65-C-L1-A220

JRA2-60-W65-C-L1-A220

JRA2-110-W65-C-L1-A220

JRA2-40-W32-C-L1-A220

JRA2-90-W32-C-L1-A220

JRA2-120-W32-C-L1-A220

JRA2-40-W45-C-L1-A220

JRA2-90-W45-C-L1-A220

JRA2-120-W45-C-L1-A220

JRA2-40-W65-C-L1-A220

JRA2-90-W65-C-L1-A220

JRA2-120-W65-C-L1-A220

3 Enclosed List for reference (P303)
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